ULVAC

ULVAC

ULVAC CRYOGENICS INC.
Liquid Nitrogen Generator

EMP-14A/EMP-14W

@ oo @ o LN2 Production 14L/Day(60Hz)
- Capacity 14L/Day(50Hz)
= =1
ax =l am = @ LN2 Storage
Capacity 40L
Dimensions
e - (WxHxD) 600x1688x750mm
_ Weight Approx.235kg Approx.230kg
Power Subpl AC200V 1Phase
['— (So (o PPy 20A
: J . Power Approx.1.7/2.0kW  Approx.1.6/1.9kW
. [ ¥ _ Consumption (50Hz/60HZz) (50Hz/60HZz)
¥ LA v Entrance : 5~35°C
Flow Rate :
Not Needed(Air 2~5L/min

EMP-14A/14W

' Dimensions

==l Auto-transfer port

750

#Maintain 300mm clearance on the back
#The GN must be installed within 1m distance
from the EMP

ULVAC CRYOGENICS INC.

www.ulvac-cryo.com/english

Cooling Water Cooled) Pressure : 0.8Mpa
Water Quality : Tap

Water Equivalent

' Maintenance Space
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1950(Installation &
Maintenance space)

Head Office & Factory Phone:+81-467-85-9366 Fax:.+81-467-85-9356
1222-1, yabata, Chigasaki City, Kanagawa Prefecture 253-0085, JAPAN 0l
Kyoto Cryogenic Technology R&D Center/Kyoto Factory

Phone:+81-774-28-5595 Fax: +81-774-20-2201
140-1, Megawa, Makishima-cho, Uji, Kyoto, §11-0041, JAPAN




